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In level f l ight at 757o power, indicated speed is 170
km,4rrs. (106 mph).

_T,ater the airplane went to the national f ly-in of the
R.S.A. (French homebui lder 's organizat ion s imi lar  to
EAA) at Montargis and was a big success among the
20,000 spectators. By that t ime the Cricri had made 8 j and-
ings and had accumulated t hour 45 minutes of flisht
time.

The fl ights started again on September 8, 1gT3. The
rudder had been modified and was less sensitive. Two
flights of 50 minutes duration were made for television
purposes.

On September 10 two fl ights were made which includ-
ed the first roil and loop. The controls behaved well in
those aerobatic maneuvers.

On September 11 a flight was made for picture pur-
poses. The right engine swallowed a bolt f iom:the air
f i l ter - 5 km (approximately B miles) away from the air-
port and 150m (approxirnately 500 feet) of alt itude. The
engine stopped and the airplane returned on its left engine
with a 50m (1G4 feet) loss in alt itude. It took lb min-
utes to get back to the airport, but the airplane made a
good landing.

_ September 18 - After repairs to the right engine the
flight test program continues. The left engine itopped
frequently while idling on the landing approach.

September 19 - Two flights were made but ilre air
filter from the right engine became loose during flight
but the airplane returned to the airport safely. After two
flights the hand starter for the right engine closed and the
engine iost rpm. Once again the airplane returned to the

One w ing  pane l  p r io r  to  sk inn ing .  The c lose ly  spaced
r igs  a re  made o f  KLEGECELL 100 and are  g lued to  the
spar  w i th  ARALDITE.  The inboard  and ou tboard  r ibs  a re
o f  a l u m i n u m  t o  c l o s e  t h e  " b o x "  o n c e  t h e  p a n e l  i s  s k i n n e d .
Ba lsa  s t r ips  near  the  t ra i l ing  edge are  temporary  spacers .
S ince  the  f laperons  are  a t tached separa te ly  be low the
w i n g ,  t h e  w i n g  i s  s u p e r  s m o o t h  a n d  s h o u l d  a c h i e v e  t h e
laminar  f low charac ter is t i cs  poss ib le  w i th  the  Wor tmann
a i r f o i l .

The cockp i t  a rea  showing the  spar  car ry - th rough,  f lap
torque tube w i th  a t tached ac tua t ing  hand le ,  con t ro l  s t i ck
and rudder  peda ls .  The squeeze- lever  on  the  s t i ck  i s  the
brake Amer ican toe  and hee l  b rakes  have never
been popu lar  in  Europe

airport safely. The adjustment of the engine was the most
delicate point in the flight test program because, "The

engines adapted from chain saws never flew on their own",
said Robert Buisson.

On the other hand, the airplane is excel lent - i t 's a
purebred with easy flytng characteristics.

As of September 20, the airplane has flown 5 hours 1G
minutes and has made 18 landings. Today, the flight test
program continues with some reinforcement of the engine
mounts. The engines will be cowled later to add some
aerodynamic finesse which wiil give it a cruising speed
at71Vo of power of 230 km/hrs. (143 mph) with 12 horse-
power.

Michel Colomban is in the process of preparing a
construction kit for the airplane.
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